

LS12/LS12C
Instruksjon og deleliste

     




LS12 er en stille, helt innelukket sag, med ett profesjonelt kvalitets 12” sagblad. Den kommer utstyrt med kraftfull skrumating og en 4 ½” kapasitet steinholder. Ordentlig oppsatt, og ved riktig bruk, vil LS12 enkelt kutte det meste av stein. Anbefalt kjøling, olje.
Benkemodell.                                                                                        Elektrisk mating                                                                                              Robust sveisa stålramme                                                                     Hengslet lokk med vindu i herdet glass                                                                   12” Sagbladblad                                                                   Overbelastningsbeskyttet 1/3 HP motor

MONTERING:
· Vær sikker på at du har fått med alle delene:                                    1 stk. LS12 sag                                                                                     1 stk. Drivreimbeskytter med monteringsskrue                           1 stk. Drivreim                                                                                     1 stk.Tilbehørspakke;                                                                               4 stk.Motor monteringsskruer m/muttere                                   2 stk. Justerbare bolter med muttere                                             1 stk. 2 ¼ x ½ ” reimskive                                                                1 stk. Bruksanvisning og garanti                                                     1 stk. 12” diamatblad (Bare LS12C)                                                 1 stk. 1/3 Hp drivmotor (Bare LS12C)
NB: Motoren til denne sagen sendes i egen eske.

VIKTIG! Les alle instruksjoner før montering. Feil som oppstår ved  ikke å følge instruksjonen  kan resultere i skader på maskinen, eller skade på operatøren.

· Ta ut sagen fra pakken og sett den på en stødig og jevn overflate. 

MONTERING AV MOTOR
-Fest  motor til motorfeste  med muttere                                          -Monter justeringsmutterne til motorfestet som vist og fest motoren til sag rammen.                                                                     -Sett reimskive på motorakselen. Skru godt til.                                -Sett på plass drivreimen. Skru til justeringsmutterne slik at en får riktig stramming på reimen. Ikke stram beltet for mye, dette kan føre til overdreven lyd og større slitasje.


Installasjon av reimbeskytter
-Plasser reimbeskytter over beltet, motortrinse og ramme.       -Monter de to skruene, stram godt til.

                                                         Koble til strøm:
-Vær sikker på at alle bryterne på motoren og kontroll boksen er slått av. (Off)                                                                                             -Vær sikker på at lokket er nede                                                           -Plugg inn ledningen fra motoren i uttaket på kontrollboksen.     -Sett ledningen fra kontrollboksen i en jordet kontakt.

Kjøleveske
Vi anbefaler  YX Almag olje eller tilsvarende fra andre oljeselskap for best resultat
-Bruk en olje med høy antenningstempretur uten tilsetninger.                    -Fyll olje i sagen slik at det står ca. 1cm. opp på bladet.


Forholdsregel: Ikke kjør sagen uten skikkelig olje. Ikke bruk parafin eller andre brennbare midler. Ikke bruk vann eller vannoppløselig oljer. Bruk av feil olje kan føre til skader på sagen. Skader ved bruk av slike kjølevesker vil ikke dekkes av garantien.

       Vedlikehold av sagblad & forberedelser til saging
1. Skjerp det nye bladet før det tas i bruk. Dette for å fjerne beskyttelseshinnen på bladet og få frem diamantene.
Fest sagbladskjerperen i steinholderen, lukk lokket og skjær ett ca 1 cm. dypt kutt. Dette gjør at sagbladet er klart til bruk.
2. Ved bruk av sagen bør sagbladet jevnlig skjerpes, dette for å fjerne steinslam som setter seg mellom diamantene. Det er også en fordel å snu bladet etter hver gang man har skjerpet det.  


Daglig bruk:
-Pass på at alle bryterne på kontroll boksen er på ”OFF” posisjon. (peker mot sagen) før du åpner lokket.                             -Fest steinen i steinholderen. Vær nøye med at den sitter godt fast. (ikke kan vri seg)  
-Juster sidemateingen.  Pass på at materialet går klar av akslingen og flensene på sagbladet.Stram skruene som holder steinen fast, slik at den ikke har mulighet for å bevege seg.
-For å løsne steinholderen, løsne hendel 053-107. Gli steinbeholderen til ønsket posisjon og stram hendelen igjen.
-Juster kjedet #447-001 for å bestemme kuttlengden.  




                                        For å starte sagen:
NB! ”Power” bryteren håndterer motoren og supplerer energi til bryter til mating. Bryter til mating opererer bare motor til mating og vil ikke fungere med ”strøm” bryteren i av posisjon. (OFF) 
-Steng lokket og pass på at begge bryterne er i OFF posisjon.                                                                                      -Skru på strømbryteren på ON posisjon for å starte sagbladet.                                                                                    -For å starte mating, slå ”Mating” (Feed) bryteren på ON posisjon. 

Ved saging: Viktig! Ikke la sagen stå og gå uten tilsyn.

Vær oppmerksom på forandringer i lyden fra sagen. Dette kan være tegn på at sagen ikke går som den skal.
Overoppheting av motoren kan resultere i at motorvernbryteren vil slå ut.
NB! Selv om motorvernbryteren vil slå ut betyr det ikke at strømmen/motoren er brutt. For å avverge skade på blad og sag , slå ØYEBLIKKELIG  av strøm og matings  bryteren!  Inspiser maskinene og bladet for skade og rett opp problemer før du begynner igjen. Når maskinen er kald press den røde gjenoppstartknappen på motoren for å tilbakestille motorvernbryteren. 





Etter kuttingen:
-Sett begge bryterne i OFF posisjon før du åpner lokket.                          -Fjern den løse steinskiva. Dersom du skal skjære flere skiver av samme steinen, sjekk at den fremdeles sitter godt fast i steinholderen.                                                                                                    -Trekk steinholderen tilbake til startposisjon gjør klart for nytt kutt ved å skru på hjulet som styrer sideforskyvning. En omdreining tilsvarer ca. 1,5 mm. 
Rengjøringing og vedlikehold
-Sagen bør bli rengjort jevnlig. Avleiringen i bunnen av sagpanna bør ikke bli mer enn 0,5cm. tykt.                                                                             -Løsne sagkassen fra bunnpannen og løft opp kassen.                               -Tøm ut kjølevesken og rester fra sagingen fra kassen , tørk ren kassen og tørk også over delene til matingen.                                                           - Sett sagkassen på plass i bunnpannen ,skru fast boltene og tilsett ren olje. 
     
VIKTIG
Ikke bruk sagen med lokket åpent. Slå av begge brytere og kople fra sagen. Feil ved disse instruksjonene kan gi skader på maskinen. 







Deleliste

052-01      spindel                                                          101-12     flens                                                           052-04      kryssmatinghendel                                     119-01    kryssmatingssveiv                                    052-20      matestangkopling                                       200-05    vognlager                                                    052-22      motorplate                                                   200-06    aksellager                                                     053-01      matingsaksel                                                201-12    matingsaksellager                                        053-03      kryssmatingsbolt                                         204-01    lagerdeksel                                                 053-04      lagerbrakett                                                 205-10    filtpakning                                                    053-05      ledevogn                                                       206-31    låsering                                                            053-06      aksel                                                              210-38     drivreim                                                          053-08      bolt                                                                211-19     motor reimskive (2 ¼”x1/2”)                       053-09      bunnplate                                                     211-39    aksel reimskive (4”x3/4”)                              053-10      topplate                                                        213-02    fjær                                                              053-11      topp pute                                                       215-02    vognmansjett                                               053-12      steinfanger                                                    215-03    reuleringsmansjett                                            053-13       akselbeskytter                                              215-05     reguleringsmansjett                              053-14       motorfeste                                                    215-09     reguleringsmansjett                                  053-16       kjørebane                                                      260-01      vindu                                                          053-17       bunnplate                                                      290-01     håndtak                                                    053-47/48 pakning til vindu                                           290-12     lokk holder                                                    053-103    kontrollboks (kun boks)                               301-51     matingsmotor                                              053-105    reimbeskytter                                                 304-10     bryter                                                                 053-100    lokk                                                                  305-02    støpsel                                                                   053-101   sagkasse                                                           320-04    strammeskrue                                        053-102   matingsvogn                                                    350-02    ledning                                                      053-104   oljepanne                                                         447-01    kjede                                                         053-107   hendel                                                               488-56   låseskrue
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LS12/LS12C

INSTRUCTIONS AND PARTS LIST

The LS12 is a quiet, fully enclosed, professional quality 12” slab saw. It comes
equipped with a powerful screw-feed and a 4 1/2” capacity vise. Properly set-up,
operated and maintained, the LS12 will easily cut most rock and non-metallic
materials. Oil coolant required.

+ Bench-Top Design

+ Power Screw-Feed

+ Sturdy Welded Steel Frame

* Hinged Hood with Tempered Glass Window

+ 12" Blade (LS12C only)

+ Overload Protected 1/3 HP Motor (LS12C only)

LORTONE, inc » 12130 Cyrus Way, Mukilteo, WA 98275 U.S.A
Phone: 425-493-1600 « www.lortone.com

Copyright © 2010 Lortone, Inc
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SETUP IMPORTANT

» Check to make sure you have received the following parts: ey :
(1) LS12 Saw Read the following instructions before

. . assembly or use. Failure to follow
8; Bﬁ'\s eGgeal‘;d with mounting screws instructions can result in damage to

(1) Accessory Package Containing: the machine or injury to the operator.
(4) Motor Mounting Bolts withSNuts and Washers
(2) Motor Mount Attachment Screws 1) Operators Manual and Warranty Card
(2) Adjusting Bolts with Nuts and Caps §1§ 12p" Diamond Blade (LS12C onl){()

(1) 21/4x 1/2” Motor Pulley (1) 1/3 HP Drive Motor (LS12C only)
(1) Blade Dressing Stick Note: Motor for this unit is shipped separately.

+ Remove the saw from its packing and place on a sturdy, flat, level surface.

MOTOR INSTALLATION

+ Secure motor to motor mount with bolts provided.

« |nstall adjustment bolts in motor mount as shown and attach motor to saw frame.
* Place motor pulley on the motor shaft. Tighten set screw securely.

« Install belt and adjust motor to obtain correct belt alignment and tension.
Do not over tighten the belt as this can lead to excessive noise and premature bearing wear.

Motor Mount
Adjust belt tension —a~
for 1/2" -1” slack [;“,4',\»,«;;\. ;
~ (O

-~ i
& |
|

3%

Adjustment _ gue®|®®
Bolts
BELT GUARD INSTALLATION Install Blade &
Outer Flange,
¢ Place belt guard over the belt, motor pulley, and frame. Tighten Arbor Nut
« Install the two mounting screws, tighten securely. 7cure|y.
SLAB CATCHER
Slab
» Loosen hold-down screws and adjust slab catcher to clear blade by 1/8”. Catcher —=
ELECTRICAL CONNECTION .JL
1/8”

» Make sure all Switches on the Motor and Control Box are in the OFF position
« Make sure the hood is closed.

* Plug the Motor Cord into the outlet on the Control Box.

* Plug the Saw Power Cord into a grounded outlet

COOLANT

We recommend LORTONE Cutting Oil #086-010 for optimal results.
» Use a neutral petroleum base oil with a high flash point and no additives.
+ Add approximately 2 gallons of coolant until the bottom 1/4°-1/2” of the blade is covered.

CAUTION
DO NOT run saw without proper coolant.
DO NOT use Kerosene or other flammable solvents.
DO Not use water or water soluble oils.
Failure to follow these instructions can result in

A -

o

damage to machine or serious injury to operator. Coolant 1/4’-1/2" on Blade
Use of these coolants will void the warranty.
LORTONE, inc » 12130 Cyrus Way, Mukilteo, WA 98275 U.S.A Page 2
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BLADE CARE & DRESSING

Clémp a Blade Dressing Stick in the vise. With the hood closed and the saw running, make several cuts
through the stick. Repeat as needed.

* Dress the blade frequently. Dull or glazed blades will quickly dish or warp.
Note: Dished or warped blades are not covered under warranty.

* YOU MUST DRESS THE BLADE PRIOR TO INITIAL USE.
This removes the protective paint from the cutting edge of the blade.

OPERATION

* Make sure all Switches on Control Box are in the “OFF” position (toward saw) before opening the hood.
» Clamp material securely in vise. Check for looseness of material and re-tighten if necessary.

* Adjust cross feed and hand tighten the carriage lock screw #488-056. See Fig A.
Check to be sure that material will clear the arbor shaft cover and the blade flanges.

* To release carriage, pull half nut lever toward control box. Slide the carriage to desired position and release
the half nut lever. Make sure the lever is fully engaged.

« Adjust shutoff chain #447-001 for desired length of cut.

To Start Saw:
Note: The "Power” switch operates the motor and supplies power
to the “Feed” switch. The “Feed” switch operates the feed motor only

and will not work with the “Power” switch in the off position. CAUTION
. , Y Do not operate saw with Hood open.
Close hood and make sure both switches are in the “OFF” position. Tum off both switches and unplug
» Turn the “Power” switch to “ON” position to start blade rotation. saw prior to opening hood.

Failure to follow these instructions
can result in serious injury.

To start power feed, tum “Feed” switch to “ON” position.

While Cutting: IMPORTANT- DO NOT LEAVE SAW UNATTENDED
« Listen for changes in operating noise. Sudden changes can indicate damaged material or blade.

Over-heating of the main motor can result in tripping of the safety overload protector.

Note: Tripping the safety overload protector does not shut off the power feed. To prevent blade & saw
damage, IMMEDIATELY turn off both the “Power” & “Feed” switches. Inspect the machine and blade for
damage and correct any problems before continuing. When cool, press the red reset button on the drive
motor to reset the protector.

At End of Cut:
¢ Push both switches toward saw to “OFF” position before opening the hood.

* Remove the cut slab. Inspect the remaining material to make sure it is secure in the vise.

» Loosen carriage lock screw and advance the carriage by turning the cross-feed wheel.
Each turn advances the cross-feed carriage approximately 1/16 inch (.062).

CLEANING MAINTENANCE

« The saw should be cleaned periodically when sediment builds up to a depth of 1/4”.
« Unbolt the saw case from the coolant pan and lift out the case.

Empty the coolant pan and wipe sludge from the case and power feed screw.
Re-install case in coolant pan, attach bolts, and add clean and/or filtered oil.

Pour Out Used Oil &
Dispose of Properly.

Unbolt Pan to Clean
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